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SPECIFICATIONS

Bolts (4) 7/8”-9 UNC SAE J429 Grade 5 
Zinc Coated to ASTM B695/F1941

Connection Torque Bolts to 365 ft-lbs

Surface Coating Galvanized per ASTM A153/A123 (G)

Drop Height, # 3" (-DROP3), 5-1/2" (-DROP55),                                                                             
or  7" (-DROP7)
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The Magnum® MMA-DROP# consists of steel plates attached to (2) Magnum Beam End Plates that are offset to create a drop connection. 
Drop connections are utilized for slight elevation variances in the existing house framing or other applications deemed necessary by the design 
professional.

Installation Notes:

Above are several examples of various step-down details that can be achieved for 
use with Magnum's Moment Frame.  A variety of step-down options are available 
through use of Magnum's drop connection options and by varying sill plate and/
or knee wall framing configurations.  For example a 10" drop could be achieved 
through the use of (4) 2x sill plates on the higher beam and (2) 2x sill plates on the 
lower beam with an MMA-DROP7 hanger. A 1" drop could be achieved using the 
standard beam-to-column connection with (3) 2x sill plates on the higher beam and 
(2) 2x with (1) 1/2" OSB sill plates.

Description

MAGNUM® MMA-DROP# Drop Connection
Beam Connectors for Framing Elevation Drops


